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SOLIDEAL BHZ

Lifetime
* Increase wearable tread compound volume
» Lower Floor pressure

Optimized Vibration performance
* Regular Contact Line variation

Impact resistance tread

 Same tire carcass used for both SLR4 and BHZ
e Land ratio tread

» Very short distance in between the lugs

* Under tread thickness

Design

» Traction Overall compromise
 Cosmetic sidewall upgrade

* Innovative tread
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LAND/VOID RATIO
BHZ 55-60%
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PERFORMANCE SOLIDEAL BHZ vs SOLIDEAL SLR4

Vibration performance
180%
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Off Road traction > Life estimation

weSLR4

e—BHZ

Performance ratings based on
theoretical calculations/models

Impact resistance tread Impact resistance sidewall

PID ORIGIN DESCRIPTION
2.911.8060 LK 12.5/80-18/12 PR BHZ SD SOLIDEAL 22
2.913.8064 LK 18.4 - 26/ 12 PR BHZ SD SOLIDEAL 26
2.912.8062 LK 16.9- 28 /12 PR BHZ SD SOLIDEAL 28.5
2.914.8066 LK 19.5L-24/ 12 PR BHZ SD SOLIDEAL 23

2.910.8058 LK 12 - 16.5/ 12 PR BHZ SD SOLIDEAL 18.5




ﬁ solideal BACKHOE LOADER
Popular sizes

4L R1
12,5-18
340/80-18
% ( 12 PR ) SLA R4
— P N
— 18.4-26
O (480/80-26) SL R4
< 12PR P N
12.5/80-18
D: 16.9-28 12 PR
o (440/80-28)
12 PR 12.5-18
19.5L -24 12PR 12-16.5
(50%7;;24) 16.9-28 12 PR
12 PR
- s . 12.5/80-18
Recommended BHZ price positioning
12 PR
+5% Vs. SLR4 1&4;56
19.5L-24
16.9-28
LIFETIME 12 PR
19.5L-24

12 PR




BACKHOE LOADER BHZ

Applications:

 Hard surfaces

* Rocky fields

 Long Roading

* Light Snow

 Heavy Duty purposes

e |ndividual leaflet to come soon

12-16.5 PR12 (305/70-16.5)

16.9-28 PR12 (440/80-28)
18.4-26 PR12 (480/80-26)
19.5L-24 PR12 (500/70-24)
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e —
BACKHOE LOADER BHZ

e MUCH LESS TREAD WASTE ON SHOULDERS !
e LESS VOID SO LESS PUNCTURES TOO'!

COMPETITOR R4 TIRES BHZ PATTERN

- camoplast




